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The results contained in this report pertain only to the tested sample.
This report shall not be reproduced, except in full, without written approval of Underwriters Laboratories.
This report must not be used by the client to claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the
U.S. Government. The laboratory is not responsible for the information which
provided by customer, its authenticity can affect the validity of the result in the test report.
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Test Summary
DLC Technical Requirements V5.1- issued 2020-02-14
Requirement Category Test Method Requirements Tolerance Test Result
Minimum Light Output (Im)-Luminaires IES LM-79-2008 >1500 -10% 3272.32
Minimum Luminaire Efficacy (Im/W)-Luminaires IES LM-79-2008 >110 -3% 132.05
Spacing Criteria (0-180°) IES LM-79-2008 1.0-2.0 0.1 1.22
Spacing Criteria (90-270°) IES LM-79-2008 1.0-2.0 0.1 1.26
Zonal Lumen Requirement 1(0°-60°) IES LM-79-2008 >75% -3% 76.50%
Allowable CCT (3500K) IES LM-79-2008/ANSI C78.377-2015 34651245 N/A 3396
Allowable CCT (4000K) IES LM-79-2008/ANSI C78.377-2015 3985+275 N/A 4098
Minimum CRI IES LM-79-2008/CIE 13.3-1995 280 -1 82
Minimum R9 IES LM-79-2008 20 -1 4.0
Minimum Rg IES LM-79-2008 289 -1 94
Minimum Rf IES LM-79-2008 270 -1 84
Rcs,hl IES LM-79-2008 -12%-23% -1% -12%
Unified Glare Rating (UGR) IES LM-79-2008 <22 N/A 20.9
L70 Lumen maintenance (Hours) N/A >50000 N/A >50000
L90 Lumen maintenance (Hours) N/A >36000 N/A >36000
Power Factor ANSI C82.77-10-2014 >0.9 -0.03 0.9348
Total Harmonic Distortion (A%) ANSI C82.77-10-2014 <20% 5% 12.29%
In-Situ Temperature Measurement Test for LED 1 (°C) UL1598-2008 <105 N/A 40.8
In-Situ Temperature Measurement Test for Driver 1 (°C) UL1598-2008 <90 N/A 56.6
Max Chromaticity Shift (1000-6000h) N/A <0.004 0.0004 0.0024
Minimum Luminaire Warranty (Years) N/A >5 N/A >5
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Test Item Test Date Model Number Tests Conducted By
Integrating Sphere Test 2021-12-22 IK-AT24F-253035-CCT-D 35W Yang, Gavin X
Integrating Sphere Test 2021-12-22 | KAT24F-253035-CCT-D 35W Yang, Gavin X
Integrating Sphere Test 2021-12-22 IK-AT24F-253035-CCT-D 35W Yang, Gavin X
Integrating Sphere Test 2021-12-22 | KAT24F-253035-CCT-D 30W Yang, Gavin X
Integrating Sphere Test 2021-12-22 IK-AT24F-253035-CCT-D 25W Yang, Gavin X
Goniophotometer Test 2021-12-13 | KAT24F-253035-CCT-D 35W Yang, Gavin X
Goniophotometer Test 2021-12-13 IK-AT24F-253035-CCT-D 35W Yang, Gavin X

THD and PF Test 2021-12-13 | KAT24F-253035-CCT-D 35W Yang, Gavin X

THD and PF Test 2021-12-13 | 'K-AT24F-253035-CCT-D 35W Yang, Gavin X

THD and PF Test 2021-12-13 | KAT24F-253035-CCT-D 35W Yang, Gavin X

THD and PF Test 2021-12-13 | 'K-AT24F-253035-CCT-D 30W Yang, Gavin X

THD and PF Test 2021-12-13 | KAT24F-253035-CCT-D 25W Yang, Gavin X
In-Situ Temperature 2021-12-24 IK-AT24F-253035-CCT-D 35W Yang, Gavin X
Measurement Test

Remark (if any)

of this report.

1. UL test equipment information is recorded on Meter Use in UL’s Aurora database.
2. The accuracy method decision rule is applied when the compliance or verdict is made to the results

3. This report replace 4790110308 _29, the report 4790110308_29 is terminated.
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Lamp/Luminaire Description: 2X4 Luminaires for Ambient Lighting of Interior Commercial Spaces

Model Number: IK-AT24F-253035-CCT-D

Electrical Parameter: 120-277V, 50/60Hz

LED Package: STW8A2PD-XX

Dimming Information: Continuous dimming capability

Products Scaled Value

Model Number CCT Luminous Flux Power | Luminous Efficacy
IK-AT24F-253035-CCT-D 3500k 4480 35 128
IK-AT24F-253035-CCT-D 4000k 4515 35 129
IK-AT24F-253035-CCT-D 5000k 4500 35 130
IK-AT24F-253035-CCT-D 3500k 3930 30 131
IK-AT24F-253035-CCT-D 4000k 3960 30 132
IK-AT24F-253035-CCT-D 5000k 3990 30 133
IK-AT24F-253035-CCT-D 3500k 3350 25 134
IK-AT24F-253035-CCT-D 4000k 3375 25 135
IK-AT24F-253035-CCT-D 5000k 3400 25 136

Photos of Products Characteristics
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IK-AT24F-253035-CCT-D 35W

Model No. Sample ID. 4517347

Operate time (Min.) | 90 |Stabi|ization time (Min.) 45

Test Method

of 380 to 780 nm.

1.The sample was tested according to the IES LM-79-2008, and the product is assume to be brand new without seasoning.
2.Photometric parameters were measured using an integrating sphere, a spectroradiometer and software. The ambient
temperature condition inside the sphere was maintained at 25 °C + 1 °C. The reference standard lamp is rated current 2.679A
omni-directional Incandescent lamp and was calibrated by National Institute of Metrology P.R.China.
3.The sample measurements were made using a spectroradiometer connected by a fiber optic cable and detector through the
detector port of the integrating sphere. Coating reflectance of the integrating sphere was 90% to 98%. Photometric
measurement conditions was using 4m geometry. The self-absorption factor is applied in the final test result. The sample was
operated at rated voltage and was stabilized before measurement. Chromaticity coordinates, correlated color temperature
and color rendering index were calculated from the spectral radiant flux measurements taken at 1 nm intervals over the range

Integrating Sphere Test Conditions

Temperature (°C) |Voltage (Vac) |Frequency (Hz)| Current (A) | Power (W) Power Factor Orientation
24.9 120.01 60 0.2804 33.423 0.9933 Horizontal
Test Results
CCT (K) CRI (Ra) R9 Duv Flux (Im) Luminous Efficacy (Im/W) |Efficacy(Im/ft)
3396 82 4.0 0.0023 4451.34 133.18 N/A
3 3500K ANSI x: 040165
7‘BEIE:[IHZ /7
6.878E-002 /fﬁ yi +0.02
Ay inside4
2948002 Lz My outside 7 ext
1.965E-002 ”"’: JI P
w
Luminous Flux (Im) 4451.34 Chrom x 0.4139
Chromy 0.4002 Chrom u 0.2374
Chrom v 0.3443 Duv 0.0023
Chrom v’ 0.2374 Chrom Vv’ 0.5164
CCT (K) 3396 Luminous Efficacy (Im/W) 133.18
Ra 82 R1 80.0
R2 89.0 R3 96.0
R4 80.0 R5 80.0
R6 86.0 R7 85.0
R8 60.0 R9 4.0
R10 75.0 R11 79.0
R12 61.0 R13 82.0
R14 98.0 R15 73.0
Rf 84 Rg 94
Rcs,h1 -12%

Doc No: 10-IC-F0854 Issue: 8.0
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Integrating Sphere Test (Cont'd)

TM-30 Report

ANSI/IES TM-30-18 Color Rendition Report

—— Referance  —Togt

Radiant Power
(Equal Luminous Flux)

380 430 480 530 580 630 630 730 730
Wavelength (nm)

R 6 N ! I e

Local Chroma Shift (R, ;)

Local Hue Shift (R,,, )

Local Color Fidelity (Ry,,)

12 3 4 5 6 7 8 91011 12131415136
Hue-Angle Bin (j)

Color Sample Fidelity (R ¢s))
oEBEBEEBIIBEE

L B " " A v
Notes: This is a recommended method for displaying x 04139 CIE 13.3-1995
ANSI/IES TM-30-18 information. v 04002 (CRI)
u' 02374 R, 82
v' 05164 Ry 4

Colors are for visual orientation purposes only. Created with the ANSI/IES TM-30-18 Calculator Version 2.00.
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Integrating Sphere Test
IK-AT24F-253035-CCT-D 35W
Model No. Sample ID. 4517347
Operate time (Min.) | 90 |Stabi|ization time (Min.) 45
Test Method
1.The sample was tested according to the IES LM-79-2008, and the product is assume to be brand new without seasoning.
2.Photometric parameters were measured using an integrating sphere, a spectroradiometer and software. The ambient
temperature condition inside the sphere was maintained at 25 °C + 1 °C. The reference standard lamp is rated current 2.679A
omni-directional Incandescent lamp and was calibrated by National Institute of Metrology P.R.China.
3.The sample measurements were made using a spectroradiometer connected by a fiber optic cable and detector through the
detector port of the integrating sphere. Coating reflectance of the integrating sphere was 90% to 98%. Photometric
measurement conditions was using 4m geometry. The self-absorption factor is applied in the final test result. The sample was
operated at rated voltage and was stabilized before measurement. Chromaticity coordinates, correlated color temperature
and color rendering index were calculated from the spectral radiant flux measurements taken at 1 nm intervals over the range
of 380 to 780 nm.
Integrating Sphere Test Conditions
Temperature (°C) |Voltage (Vac) |Frequency (Hz)| Current (A) | Power (W) Power Factor Orientation
24.9 119.99 60 0.2681 31.944 0.9929 Horizontal
Test Results
CCT (K) CRI (Ra) R9 Duv Flux (Im) Luminous Efficacy (Im/W) |Efficacy(Im/ft)
4098 84 12.0 0.0013 | 4641.11 145.29 N/A
4000K ANSI x: 0137775
'l‘mﬂE:[IﬂZ /7
7.891E-002 (
y yi +0.02
; 5.637E-002 I
= y: 03649 Tt ,f
4.509E-002 ,,r"l fl’I’ insjidre:4 .
33826002 ,'lb""’l auiside I\?‘—‘n.uz
2.255E-002 ',/,'
1127E-002 guT:
=0.37711
B 400 500 600 700 800 900 1000 1100 Sl
Wavelength {nm) x:-0J02 X +002
Luminous Flux (Im) 4641.11 Chrom x 0.3771
Chromy 0.3775 Chrom u 0.2226
Chrom v 0.3343 Duv 0.0013
Chrom v’ 0.2226 Chrom Vv’ 0.5014
CCT (K) 4098 Luminous Efficacy (Im/W) 145.29
Ra 84 R1 82.0
R2 90.0 R3 95.0
R4 82.0 R5 82.0
R6 86.0 R7 87.0
R8 66.0 R9 12.0
R10 76.0 R11 81.0
R12 59.0 R13 85.0
R14 98.0 R15 76.0
Rf 84 Rg 94
Rcs,h1 -12%
Doc No: 10-IC-F0854 Issue: 8.0 UL Report Number 4790110308_29R01 Page 7 of 30
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Integrating Sphere Test (Cont'd)

TM-30 Report

ANSI/IES TM-30-18 Color Rendition Report

= —— Reference e fog A%
- 5 %
§ E S'd 20%
22 £ £ 2
= :E: 5 s g 2 &
53 B oo — n
és HEUE PR R 2%
o £ o @
= A .. S a0 {§ '
380 430 480 530 580 630 6RO 730 780 g 30%
Wavelength (n
ength (nm) o
T 05
84 S5 | 4 04
Ry 2 ! 4 02 1

014
0.15

Local Hue Shift (R,,, )
Soo
[

0.00
0.05
003
001
.02
0.01
0.09
ol
-0.08
-0.07

0.16
0.12

=
&
z
k7
=
i
5
S
§
12 3 4 5 6 7 8 9 10111213 14 15 16
Hue-Angle Bin (j)
__ 100
Z o
& w0
Zn
% 60
Loy
‘é.‘m
30
15
< 10
‘s e i g G =] ] = ‘ » o0 <
2 R Qm© oo o~ o@ o ~ G mowe @ o onom o N o MmO @ N omoe o o
R EEEEEERE R EEEEEEE
L B " " A v
Notes: This is a recommended method for displaying x 03771 CIE 13.3-1995
ANSI/IES TM-30-18 information. y 037 (CRI)
u' 02226 R, 84
v' 05014 Ry, 12

Colors are for visual orientation purposes only. Created with the ANSI/IES TM-30-18 Calculator Version 2.00.

Doc No: 10-IC-F0854 Issue: 8.0 UL Report Number 4790110308_29R01 Page 8 of 30



Integrating Sphere Test

NV LAD

TESTING
NVLAP LAB CODE 600106-0

W
S\,

(

E\\\

)

s

Q
,
%y

7, N
KA

IK-AT24F-253035-CCT-D 35W

Model No. Sample ID. 4517347

Operate time (Min.) | 90 |Stabi|ization time (Min.) 45

Test Method

of 380 to 780 nm.

1.The sample was tested according to the IES LM-79-2008, and the product is assume to be brand new without seasoning.
2.Photometric parameters were measured using an integrating sphere, a spectroradiometer and software. The ambient
temperature condition inside the sphere was maintained at 25 °C + 1 °C. The reference standard lamp is rated current 2.679A
omni-directional Incandescent lamp and was calibrated by National Institute of Metrology P.R.China.
3.The sample measurements were made using a spectroradiometer connected by a fiber optic cable and detector through the
detector port of the integrating sphere. Coating reflectance of the integrating sphere was 90% to 98%. Photometric
measurement conditions was using 4m geometry. The self-absorption factor is applied in the final test result. The sample was
operated at rated voltage and was stabilized before measurement. Chromaticity coordinates, correlated color temperature
and color rendering index were calculated from the spectral radiant flux measurements taken at 1 nm intervals over the range

Integrating Sphere Test Conditions

Temperature (°C) |Voltage (Vac) |Frequency (Hz)| Current (A) | Power (W) Power Factor Orientation
24.9 119.99 60 0.2795 33.302 0.9932 Horizontal
Test Results
CCT (K) CRI (Ra) R9 Duv Flux (Im) Luminous Efficacy (Im/W) |Efficacy(Im/ft)
5109 83 8.0 0.0033 4507.51 135.35 N/A
5000K ANSI x: 013436
‘LEHE:DHZ 4 yi +0.02
; 7‘USEE:UHZ EJ.
T y: 0.34275 ’,1-],
4‘.2325:uu7. : :ill ilfiid?ifl (‘xriﬂ 5
Luminous Flux (Im) 4507.51 Chrom x 0.3426
Chromy 0.3562 Chrom u 0.2080
Chrom v 0.3243 Duv 0.0033
Chrom v’ 0.2080 Chrom Vv’ 0.4865
CCT (K) 5109 Luminous Efficacy (Im/W) 135.35
Ra 83 R1 81.0
R2 88.0 R3 93.0
R4 83.0 R5 82.0
R6 83.0 R7 87.0
R8 68.0 R9 8.0
R10 71.0 R11 82.0
R12 60.0 R13 83.0
R14 96.0 R15 76.0
Rf 84 Rg 96
Rcs,h1 -12%
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Integrating Sphere Test (Cont'd)

TM-30 Report

ANSI/IES TM-30-18 Color Rendition Report

— Reference = jodl

Radiant Power
(Equal Luminous Flux)

380 430 480 530 580 630 630 730 730
Wavelength (nm)

Local Chroma Shift (R, ;)

RS

Local Hue Shift (R,,, )

Local Color Fidelity (Ry,,)

12 3 4 5 6 7 8 91011 12131415136
Hue-Angle Bin (j)

B

00
90
80
70
60
50
40
30
20

=
B

Color Sample Fidelity (R ¢s))

o

CES28 J8
cesat ]
CEs34
cesro g
CES73
CEST6
ces79 ]

o
&
Is]

ces10
CES13 »
CES16
CES19
CES22
CES25
CES46
CES49
CES52
CESSS
CES58
CES61
CESE4
CES67
CES88
CES9L
CES94
CES97

<
2
i
4

CESOL
CESO7
CES37
CES43
CESB2
CES85

Notes: This is a recommended method for displaying x 0.3426 CIE 13.3-1995
ANSI/IES TM-30-18 information. y 03562 (CRI)

u' 0.2080 R, 83
v' 04865 Re 8

Colors are for visual orientation purposes only. Created with the ANSI/IES TM-30-18 Calculator Version 2.00.
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Integrating Sphere Test

IK-AT24F-253035-CCT-D 30W

Model No. Sample ID. 4517347

Operate time (Min.) | 90 |Stabi|ization time (Min.) 45

Test Method

1.The sample was tested according to the IES LM-79-2008, and the product is assume to be brand new without seasoning.
2.Photometric parameters were measured using an integrating sphere, a spectroradiometer and software. The ambient
temperature condition inside the sphere was maintained at 25 °C + 1 °C. The reference standard lamp is rated current 2.679A
omni-directional Incandescent lamp and was calibrated by National Institute of Metrology P.R.China.

3.The sample measurements were made using a spectroradiometer connected by a fiber optic cable and detector through the
detector port of the integrating sphere. Coating reflectance of the integrating sphere was 90% to 98%. Photometric
measurement conditions was using 4m geometry. The self-absorption factor is applied in the final test result. The sample was
operated at rated voltage and was stabilized before measurement. Chromaticity coordinates, correlated color temperature
and color rendering index were calculated from the spectral radiant flux measurements taken at 1 nm intervals over the range
of 380 to 780 nm.

Integrating Sphere Test Conditions

Temperature (°C) |Voltage (Vac) |Frequency (Hz)| Current (A) | Power (W) Power Factor Orientation
24.9 120.04 60 0.2384 28.345 0.9905 Horizontal
Test Results
CCT (K) CRI (Ra) R9 Duv Flux (Im) Luminous Efficacy (Im/W) |Efficacy(Im/ft)
3394 82 5.0 0.0022 3858.3 136.12 N/A
3 3500K ANSI x: 040165
E‘HZUE:[IHZ /7
5.968E-002 /fﬁ yi +0.02
Ay inside4
2556002 Lz My outside 7 ext
1.705E-002 ”"’: JI ¥ 22
w
Luminous Flux (Im) 3858.3 Chrom x 0.4139
Chromy 0.4001 Chrom u 0.2374
Chrom v 0.3442 Duv 0.0022
Chrom v’ 0.2374 Chrom Vv’ 0.5164
CCT (K) 3394 Luminous Efficacy (Im/W) 136.12
Ra 82 R1 80.0
R2 90.0 R3 97.0
R4 80.0 R5 80.0
R6 86.0 R7 85.0
R8 61.0 R9 5.0
R10 75.0 R11 79.0
R12 61.0 R13 83.0
R14 98.0 R15 73.0
Rf 84 Rg 94
Rcs,h1 -12%

Doc No: 10-IC-F0854 Issue: 8.0
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Integrating Sphere Test (Cont'd)

TM-30 Report

ANSI/IES TM-30-18 Color Rendition Report

— Reference = jodl

Radiant Power
(Equal Luminous Flux)

380 430 480 530 580 630 630 730 730
Wavelength (nm)

Local Chroma Shift (R, ;)

RS

Local Hue Shift (R,,, )

=
&
z
k7
=
i
5
S
§
12 3 4 5 6 7 8 9 10111213 14 15 16
Hue-Angle Bin (j)
__ 100
Z o
& w0
Zn
% 60
Loy
‘é.‘m
30
15
< 10
‘s e < =1 < =] ] = =} o0 <
2 R Qm© oo o~ o@ o ~ G mowe @ o onom o N o MmO @ N omoe o o
R EEEEEERE R EEEEEEE
L B " " A v
Notes: This is a recommended method for displaying x 04139 CIE 13.3-1995
ANSI/IES TM-30-18 information. Yy 04001 (CRI)
u' 02374 R, 82
v' 0.5164 Ry 5

Colors are for visual orientation purposes only. Created with the ANSI/IES TM-30-18 Calculator Version 2.00.
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IK-AT24F-253035-CCT-D 25W

Model No. Sample ID. 4517347

Operate time (Min.) | 90 |Stabi|ization time (Min.) 45

Test Method

of 380 to 780 nm.

1.The sample was tested according to the IES LM-79-2008, and the product is assume to be brand new without seasoning.
2.Photometric parameters were measured using an integrating sphere, a spectroradiometer and software. The ambient
temperature condition inside the sphere was maintained at 25 °C + 1 °C. The reference standard lamp is rated current 2.679A
omni-directional Incandescent lamp and was calibrated by National Institute of Metrology P.R.China.
3.The sample measurements were made using a spectroradiometer connected by a fiber optic cable and detector through the
detector port of the integrating sphere. Coating reflectance of the integrating sphere was 90% to 98%. Photometric
measurement conditions was using 4m geometry. The self-absorption factor is applied in the final test result. The sample was
operated at rated voltage and was stabilized before measurement. Chromaticity coordinates, correlated color temperature
and color rendering index were calculated from the spectral radiant flux measurements taken at 1 nm intervals over the range

Integrating Sphere Test Conditions

Temperature (°C) |Voltage (Vac) |Frequency (Hz)| Current (A) | Power (W) Power Factor Orientation
24.9 120.05 60 0.1979 23.444 0.9866 Horizontal
Test Results
CCT (K) CRI (Ra) R9 Duv Flux (Im) Luminous Efficacy (Im/W) |Efficacy(Im/ft)
3389 82 5.0 0.0022 3272.32 139.58 N/A
5 3500K ANSI x: 040165
S‘HUE:[IHZ /7
5.057E-002 /[;?7 yi +0.02
Ay inside4
21676002 Lz My outside 7 ext
LA45E-002 ”"’: JI P
w
Luminous Flux (Im) 3272.32 Chrom x 0.4143
Chromy 0.4002 Chrom u 0.2376
Chrom v 0.3443 Duv 0.0023
Chrom v’ 0.2376 Chrom Vv’ 0.5165
CCT (K) 3389 Luminous Efficacy (Im/W) 139.58
Ra 82 R1 80.0
R2 90.0 R3 97.0
R4 80.0 R5 80.0
R6 86.0 R7 85.0
R8 61.0 R9 5.0
R10 76.0 R11 79.0
R12 61.0 R13 83.0
R14 98.0 R15 73.0
Rf 84 Rg 94
Rcs,h1 -12%
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Integrating Sphere Test (Cont'd)

TM-30 Report

ANSI/IES TM-30-18 Color Rendition Report

— Reference = jodl

Radiant Power
(Equal Luminous Flux)

380 430 480 530 580 630 630 730 730
Wavelength (nm)

Local Chroma Shift (R, ;)

RS

Local Hue Shift (R,,, )

=
<
z
k7
=
i
5
S
§
12 3 4 5 6 7 8 9 10111213 14 15 16
Hue-Angle Bin (j)
__ 100
Z o
& w0
Zn
% 60
Loy
‘é.‘m
30
15
< 10
‘s e < =1 < =] ] = =} o0 <
2 R Qm© oo o~ o@ o ~ G mowe @ o onom o N o MmO @ N omoe o o
R EEEEEERE R EEEEEEE
L B " " A v
Notes: Thisisa recommenr:iedmetrfndfor displaying x 04143 CIE 13.3-1995
ANSI/IES TM-30-18 information. v 04002 (CRI)
u' 02376 R, 82
v' 05165 Ry 5

Colors are for visual orientation purposes only. Created with the ANSI/IES TM-30-18 Calculator Version 2.00.
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Goniophotometer Test
Model No. IK-AT24F-253035-CCT-D 35W Sample ID. 4517347
Operate time (Min.) 90 Stabilization time (Min.) 45
Test Method

1.The sample was tested according to the IES LM-79-2008, and the product is assume to be brand new without seasoning.

2.Photometric parameters were measured using a type C goniophotometer and software.

3.The ambient temperature shall be maintained at 25° C £ 1° C, measured at a point not more than 1 m from the sample and at
the same height as the sample. The reference standard lamp is rated current 3.8581A, 3.8558A, 3.8466A omni-directional

Incandescent lamp and was calibrated by National Institute of Metrology P.R.China.

4.The samples were operated at rated voltage and was stabilized before measurement. Luminous flux, luminaire efficacy,
zonallumen were calculated from the software taken at 1° vertical intervals and 22.5° horizontal intervals. Photometric distance

was more than five times of the largest dimension of the test SSL product.

Goniophotometer Test Conditions

Requirement 1

Requirement 2

Temperature (°C)| Voltage (Vac) |Frequency (Hz)| Current (A) Power (W) | Power Factor | Current THD Orientation
25.3 120.05 60 0.2787 33.285 0.9946 7.04% Horizontal
Test Results
Zonal Lumen | Zonal Lumen Beam Angle (50%)
Luminous

Doc No: 10-IC-F0854 Issue: 8.0

Luminous Flux (Im) Horizontal Vertical Efficacy (Im/W)
0°-60° N/A Spread Spread
43954 76.50% N/A 113.9 104.5 132.05
. . UGR Spacing Criteria | Spacing Criteria
Backlight Uplight Gl
ackle Pl are Crosswise Endwise (0-180°) (90°-270°)
N/A N/A N/A 18.0 20.9 1.20 1.28

UL Report Number 4790110308_29R01

Page 15 of 30



NV LAD

TESTING

NVLAP LAB CODE 600106-0

Goniophotometer Test (Cont'd)

Polar Candela Distribution

IsoCandela Plot
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Goniophotometer Test (Cont'd)

Zonal Lumen Summary

TESTING
NVLAP LAB CODE 600106-0

Zonal Lumen Summary

I

Zone Lumens % Luminaire
0-30 1180.3 26.90%
0-40 1919.7 43.70%
0-60 3364.0 76.50%
60-90 1019.3 23.20%
70-100 484.8 11.00%
90-120 4.9 0.10%
0-90 4383.2 99.70%
90-180 12.2 0.30%
0-180 4395.4 100.00%
Lumens Per Zone
Lumens Per Zone
Zone Lumens %Total Zone Lumens %Total
0-5 36.8 0.80% 90-95 1.4 0.00%
5-10 109.0 2.50% 95-100 0.9 0.00%
10-15 177.0 4.00% 100-105 0.7 0.00%
15-20 237.9 5.40% 105-110 0.6 0.00%
20-25 289.0 6.60% 110-115 0.6 0.00%
25-30 330.5 7.50% 115-120 0.6 0.00%
30-35 360.8 8.20% 120-125 0.6 0.00%
35-40 378.7 8.60% 125-130 0.6 0.00%
40-45 383.3 8.70% 130-135 0.7 0.00%
45-50 375.8 8.60% 135-140 0.7 0.00%
50-55 357.2 8.10% 140-145 0.8 0.00%
55-60 327.9 7.50% 145-150 0.8 0.00%
60-65 289.8 6.60% 150-155 0.8 0.00%
65-70 246.9 5.60% 155-160 0.7 0.00%
70-75 201.1 4.60% 160-165 0.6 0.00%
75-80 150.9 3.40% 165-170 0.6 0.00%
80-85 95.9 2.20% 170-175 0.4 0.00%
85-90 34.6 0.80% 175-180 0.1 0.00%
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Goniophotometer Test (Cont'd)

Intensity Data(cd)

Candela Table - Type C
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NVLAP LAB CODE 600106-0
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NVLAP LAB CODE 600106-0
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Goniophotometer Test
Model No. IK-AT24F-253035-CCT-D 35W Sample ID. 4517347
Operate time (Min.) 90 Stabilization time (Min.) 45
Test Method

1.The sample was tested according to the IES LM-79-2008, and the product is assume to be brand new without seasoning.

2.Photometric parameters were measured using a type C goniophotometer and software.

3.The ambient temperature shall be maintained at 25° C £ 1° C, measured at a point not more than 1 m from the sample and at
the same height as the sample. The reference standard lamp is rated current 3.8581A, 3.8558A, 3.8466A omni-directional

Incandescent lamp and was calibrated by National Institute of Metrology P.R.China.

4.The samples were operated at rated voltage and was stabilized before measurement. Luminous flux, luminaire efficacy,
zonallumen were calculated from the software taken at 1° vertical intervals and 22.5° horizontal intervals. Photometric distance

was more than five times of the largest dimension of the test SSL product.

Goniophotometer Test Conditions

Requirement 1

Requirement 2

Temperature (°C)| Voltage (Vac) |Frequency (Hz)| Current (A) Power (W) | Power Factor | Current THD Orientation
25.2 120.14 60 0.2792 33.36 0.9946 7.10% Horizontal
Test Results
Zonal Lumen | Zonal Lumen Beam Angle (50%)
Luminous

Doc No: 10-IC-F0854 Issue: 8.0

Luminous Flux (Im) Horizontal Vertical Efficacy (Im/W)
0°-60° N/A Spread Spread
4501.6 76.50% N/A 114.4 104.7 134.94
. . UGR Spacing Criteria | Spacing Criteria
Backlight Uplight Gl
ackle Pl are Crosswise Endwise (0-180°) (90°-270°)
N/A N/A N/A 18.2 20.8 1.22 1.26

UL Report Number 4790110308_29R01
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TESTING

NVLAP LAB CODE 600106-0

Goniophotometer Test (Cont'd)
Polar Candela Distribution

Polar Candela Distribution
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Goniophotometer Test (Cont'd)

Zonal Lumen Summary

TESTING
NVLAP LAB CODE 600106-0

Zonal Lumen Summary

I

Zone Lumens % Luminaire
0-30 1206.4 26.80%
0-40 1963.8 43.60%
0-60 3444.3 76.50%
60-90 1044.6 23.20%
70-100 495.9 11.00%
90-120 5.1 0.10%
0-90 4488.9 99.70%
90-180 12.7 0.30%
0-180 4501.6 100.00%
Lumens Per Zone
Lumens Per Zone
Zone Lumens %Total Zone Lumens %Total
0-5 37.5 0.80% 90-95 1.4 0.00%
5-10 111.4 2.50% 95-100 1.0 0.00%
10-15 180.9 4.00% 100-105 0.8 0.00%
15-20 243.1 5.40% 105-110 0.7 0.00%
20-25 295.5 6.60% 110-115 0.6 0.00%
25-30 338.0 7.50% 115-120 0.6 0.00%
30-35 369.2 8.20% 120-125 0.6 0.00%
35-40 388.1 8.60% 125-130 0.6 0.00%
40-45 392.5 8.70% 130-135 0.8 0.00%
45-50 384.9 8.60% 135-140 0.8 0.00%
50-55 366.7 8.10% 140-145 0.8 0.00%
55-60 336.5 7.50% 145-150 0.8 0.00%
60-65 297.3 6.60% 150-155 0.8 0.00%
65-70 253.7 5.60% 155-160 0.7 0.00%
70-75 206.4 4.60% 160-165 0.7 0.00%
75-80 154.7 3.40% 165-170 0.6 0.00%
80-85 98.1 2.20% 170-175 0.4 0.00%
85-90 34.3 0.80% 175-180 0.1 0.00%
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Goniophotometer Test (Cont'd)

Intensity Data(cd)

Candela Table - Type C
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THD and PF Test

NV LAD

TESTING

NVLAP LAB CODE 600106-0
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Model No.

IK-AT24F-253035-CCT-D 35W

Sample ID.

4517347

Operate time (Min.)

| 90

Stabilization time (Min.)

45

Test Method

1. The samples were tested according to the ANSI C82.77-10-2014.

2. The ambient temperature condition was maintained at 25 °C + 1 °C. The sample measurement was made using a digital
power meter and power supply. The sample was operated at rated voltage and stabilized before measurement. The total

harmonic distortion were calculated from the digital power meter.

Test Results

Temperature (°C) |Voltage (Vac) | Frequency (Hz) | Current (A) | Power (W) | Power Factor | Current THD | Orientation
25.3 120.05 60 0.2787 33.28 0.9946 7.04% Horizontal
25.3 277.09 60 0.1235 32.91 0.9628 9.60% Horizontal
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Model No.

IK-AT24F-253035-CCT-D 35W

Sample ID.

4517347

Operate time (Min.)

| 90

Stabilization time (Min.)

45

Test Method

1. The samples were tested according to the ANSI C82.77-10-2014.

2. The ambient temperature condition was maintained at 25 °C + 1 °C. The sample measurement was made using a digital
power meter and power supply. The sample was operated at rated voltage and stabilized before measurement. The total

harmonic distortion were calculated from the digital power meter.

Test Results

Temperature (°C) |Voltage (Vac) | Frequency (Hz) | Current (A) | Power (W) | Power Factor | Current THD | Orientation
25.3 120.13 60 0.2670 31.92 0.9946 6.72% Horizontal
25.3 277.13 60 0.1190 31.66 0.9599 9.70% Horizontal
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Model No.

IK-AT24F-253035-CCT-D 35W

Sample ID.

4517347

Operate time (Min.)

| 90

Stabilization time (Min.)

45

Test Method

1. The samples were tested according to the ANSI C82.77-10-2014.

2. The ambient temperature condition was maintained at 25 °C + 1 °C. The sample measurement was made using a digital
power meter and power supply. The sample was operated at rated voltage and stabilized before measurement. The total

harmonic distortion were calculated from the digital power meter.

Test Results

Temperature (°C) |Voltage (Vac) | Frequency (Hz) | Current (A) | Power (W) | Power Factor | Current THD | Orientation
25.3 120.13 60 0.2792 33.36 0.9946 7.10% Horizontal
25.3 277.12 60 0.1235 32.95 0.9629 9.63% Horizontal
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Model No.

IK-AT24F-253035-CCT-D 30W

Sample ID.

4517347

Operate time (Min.)

| 90

Stabilization time (Min.)

45

Test Method

1. The samples were tested according to the ANSI C82.77-10-2014.

2. The ambient temperature condition was maintained at 25 °C + 1 °C. The sample measurement was made using a digital
power meter and power supply. The sample was operated at rated voltage and stabilized before measurement. The total

harmonic distortion were calculated from the digital power meter.

Test Results

Temperature (°C) |Voltage (Vac) | Frequency (Hz) | Current (A) | Power (W) | Power Factor | Current THD | Orientation
25.3 120.02 60 0.2376 28.29 0.9925 8.29% Horizontal
25.3 277.10 60 0.1082 28.52 0.9515 10.65% |Horizontal
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Model No.

IK-AT24F-253035-CCT-D 25W

Sample ID.

4517347

Operate time (Min.)

| 90

Stabilization time (Min.)

45

Test Method

1. The samples were tested according to the ANSI C82.77-10-2014.

2. The ambient temperature condition was maintained at 25 °C + 1 °C. The sample measurement was made using a digital
power meter and power supply. The sample was operated at rated voltage and stabilized before measurement. The total

harmonic distortion were calculated from the digital power meter.

Test Results

Temperature (°C) |Voltage (Vac) | Frequency (Hz) | Current (A) | Power (W) | Power Factor | Current THD | Orientation
25.3 120.05 60 0.1970 23.38 0.9891 9.89% Horizontal
25.3 277.12 60 0.0935 24.22 0.9348 12.29% |Horizontal
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In-Situ Temperature Measurement Test
Model No. 'K'AT24F'253035'CCT'D35W Sample ID. 4517347

Test Method

the customer.

1. In-Situ Temperature Measurement Test is conducted according to the UL 1598-2008, Section 14.
2. The testing was conducted in a room with ambient temperature of 25 °C £ 5 °C. The apparatus construction followed those
described in UL1598-2008 for normal temperature testing. Thermocouples were placed on the LED package in the locations
indicated by LM-80 report. Thermocouples were placed on the LED driver case in the locations specified by the manufacture if
necessary. The temperature was recorded after the lamp was operated by 7.5 hours.

3.The data and photos in LM-80 test report is provided by the customer/ The data and photos in driver specification is provided by

In-Situ Temperature Measurement Test Conditions

Temperature (°C) | Voltage (Vac) [Frequency (Hz)| Current (A) Power (W) Power Factor | Current THD | Orientation
24.0 120.05 60 0.2787 33.28 0.9946 7.04% Horizontal
Test Results (LEDs)
Declared Temperature ofgr Light Source N
Thermocouple | Light Source Q) Chromaticity LED LM-80 LM-80
Location Current i imi imi
Test Result Shift Model Numb Limit Current | Limit Temp
(mA) Test Result (Correct to 25 °C) (1000- O I (mA) (°C)
6000h)
Ambient TEMP N/A 24.0 25.0
TMP of Location 1 125 39.8 40.8 0.0024 STW?{;‘(ZPD- 200 105
Test Results (Drivers)
Temperature for Driver
(°C) .
Thermocouple Location Driver U '?:'_I‘fer
Test Result Model Number imit femp
[EsHE (Correct to 25 °C) ! (°Q)
Ambient TEMP 24.0 25.0
TMP of Location 1 55.6 56.6 SIF 30-10750 120-277 W D1-S1S2 90
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In-Situ Temperature Measurement Test (Cont'd)

Test Photos for Ts Point of Light Sources & Tc Point of Drivers

TMPren

2.B0
[

220 B
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